
TANKBOOST  
RUNNING THE SHOW

Suitable for mains-fed systems
Delivers up to 80L/min and 3.0 bar
Submersible pump
Very quiet operation
Easy to install

PRODUCT FEATURES:

•   Increase water flow up to 80L/min

•  Boosts pressure up to 3.0 bar

•   Stainless steel submersible pump

•   Additional stored water tanks available

•  Category 5 variants available

•  2 year warranty

PRODUCT INFORMATION
TankBoost will boost multiple outlets,  
across multiple floors, all at the same time,  
in a mains-fed system.

TankBoost is an all-in-one unit made up 
of a water storage tank and an integrated 
submerged pump. The stored cold water is 
boosted by an integral submersible pump  
to increase both pressure and flow across  
the property, delivering up to 3.0 bar and 
80L/min.

Additional water storage units are available 
to increase capacity.



PRODUCT INSTALLATION

salamanderpumps.co.uk

TNK-200-SUB 
Dimensions

TNK-350-SUB 
Dimensions

PRODUCT SPECIFICATION
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Tank connection link

Additional storage tanks must be the same capacity as the main TankBoost unit.
The tanks must be located next to each other and on the same level.

The total volume of stored water must not be more than will be used in a single day.
The supplied tank connector kit should be used to link the tanks. 

Note: In all instances, the installation must comply with the latest water, electrical and building regulations
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